JAVELIN

cameras

Model JE-2062 (EIA)
Model JE-2063C (EIA)
Model JE-2152 (CCIR)

lens not included

PRECISION BLACK & WHITE IMAGERY

« All Solid State MOS Chip Sensor .
* High Resolution .
¢ No Sensor Burn (as in tube type .

* No Smearing, Lag, or Residual Image
* No Geometric Distortion .
* Not Influenced by Electromagnetic .

Fields

* Long Life and High Reliability
* Excellent Immunity to Vibration and

Shock

e * No Moire Patterns (as in CCD type

cameras)

* Vertical Camera Positioning Does Not
Damage Sensor

Javelin®
Electronics

Back Focus Adjustment Capability

Ext

ernal RS-170 2:1 Sync or Internal Sync

External Composite Sync Capability

Available With Optional Manual Gain
Control

Available With Optional non-Interlace
Ideally suited for use in:

Inspection - manual or automated

Robotics - position control & pattern
recognition

Machine Vision & Image Processing
Vehicular Rear Vision
Surveillance

Location: 19831 Magellan Drive, Torrance, CA 90502 U.S.A. Phone: (213) 327-7440
Mailing Address: P.O.Box 2033, Torrance, CA 90510 U.S.A. Telex: 19-4860 JAVELIN TRNC
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Illumination
Minimum:

SIN Ratio:
Lock Range:

Gamma:
Pedestal Level:
Resolution:

Operational
Temperature Range:

EXT SYNC

-\

Specifications

Model JE-2062 EIA Standard
Model JE-2063 EIA Standard
Model JE-2152 CCIR Standard

RS-170 2:1 Sync (JE-2062)

Horizontal and vertical drive pulses

4 PPz 20%

Vertical: 7H + 2,-0 (H = 63.5 u sec for JE-2062)
(H =64.0u sec for JE-2152)

Horizontal: 6.2 yt sec +20%

+4Vp-p+0.2V
RS-170 Standard

JE-2062
384
485

MOS Solid State

Equivalent to 2/3 inch Vidicon Camera
(6.6 MMX 8.8 MM)

IV P-P, 75 ohms unbalanced

JE-2063C
384
485

JE-2152
388
577

3fc (30 lux) using /1.4 lens
43 db or greater

HD pulse: 15.734KHz = 5Hz (JE-2062)
15.625KHz = 5Hz (JE-2152)

VD pulse: HD/262.5 (JE-2062)
HD/312.5 (JE-2152)

0.45
Adjustable, set at 10 IRE
Greater than 500 TV lines

0°F to approximately 104°F
(-10°C to 40°C)

VIDEO OUT

AN

N

Adjustment for Back Focus of Lens

Humidity: 0 to approximately 95% RH
Power Requirements:  2.05 Watts + 10%

Auto Iris Lens
Operating Current: 60mA at 12 VDC
(1) Power Source (left rear connector)
4 Pin Connector Pin No. 1 (Black)—Ground
Pin No. 2 (Red)— + 12VDC
(2) External Sync Input (center connector)
6 Pin Connector Pin No. 3—Vertical Drive Pulse-Green
Pin No. 4—Horizontal Drive Pulse-Blue
Pin No. 5—Ground-Black
(3) Video Output (right rear connector)
BNC Connector-Composite Video Qutput
(4) Auto Iris
4 Pin Connector Pin No. 1 Video (White)
Pin No. 2 Ground (Black)
Pin No. 3 + 12 VDC (Red)

0.66 Ibs (300 gr) less lens

2.2W x 1.89H x 4.53D in.
(5.6W x 4.8H x 11.5D cm)

Weight:
Dimensions
(External)

Recommended
Power Supply: 1. PS812DC (JE-2062, JE-2063C)
2. JE12PP (JE-2062, JE-2063C)

3. PS812DCX (JE-2152)

502725

Ext. Sync

Power 602804

Auto IRIS 602803

1. AGC Defeated with Manual
Adjustment Gain

2. Non-Interlaced Scan

Recommended
Power Cable:

Connectors: 602805

Available Options:
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